
Features
 ⅠThink Film Technology 

 ⅡHigh Precision (0. 05%)

 ⅢAnti Sulfur

Applications
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RMH Thick Film  Chip Resistors

The product is of structure of leadless RMH type, with silver palladium as the electrode layer of the underlying
 surface electroplating nickel and tin lead, ensure resistor value stability and solder joint reliability, has small 
volume, light weight, excellent performance, reliable quality and other characteristics, widely used in aviation,
 aerospace, ships, radar, communication, automatic control and other important military field

Dimensions

Type        

1.60 0.20 

2.00±0.20

3.20±0.20

3.20±0.20

± 0 80 0.13 

1.25±0.13

1.60±0.13

2.50±0.15

. ± 0 40 0.15 

0.50±0.15

0.50±0.15

0.50±0.15

. ± 0 30 0.20 

0.40±0.20

0.50±0.25

0.50±0.25

. ±

L                   B D                C                

RMH

1608

2012

3216

3225L  
C  D  

B

Power And Resistance etc

70℃Rated Power
(W)

Resistance Range(Ω) MaxWorking Voltage
(V)

Tolerance Range

J=±5%,
F=±1%,
D=±0.5%,

0.063W

0.10W

0.25W

0.5W

50V

50V

100V

150V

10R~1M

10R~1M

10R~2M

10R~2M

Failure rate grade

Level Five

Type

RMH1608

RMH2012

RMH3216

RMH3225

Ordering Information

RMH
(1)

Type

1608
(2)

Power

F
(3)

Tolerance

(1)Type: RMK SERIES

(2)Power:0.063W=1608,0.10W=2012,0.25W=3216,0.5W=3225

(3)Tolerance: F=±1%,D=±0.5%,J=±5%

(4)Packaging Code: T=Braiding,B=bags

(5)Resistance:10R00=10Ω、1M00=1MΩ

Example:

T
(5)

Packaging 

10R00
(6)

Resistance

JISC 5201-1

Reference Standards
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Derating Curve 

 

±25ppm/℃ ±50ppm/℃

△R≤±(0.10%R+0.01Ω) △R≤±(0.10%R+0.01Ω）

△R≤±(0.10%R+0.05Ω) △R≤±(0.25%R+0.05Ω）

△R≤±(0.10%R+0.05Ω) △R≤±(0.25%R+0.05Ω）

△R≤±(0.10%R+0.01Ω) △R≤±(0.20%R+0.01Ω）

△R≤±(0.20%R+0.05Ω) △R≤±(0.25%R+0.05Ω）

△R≤±(0.20%R+0.05Ω) △R≤±(0.40%R+0.05Ω）

△R≤±(0.50%R+0.05Ω) △R≤±(0.50%R+0.05Ω）

At 2.5 times rated voltage, not exceeding 2  

 Items
T.C.R Test Method

 
Peformance

 times component limit voltage, for 5 seconds

-65℃~150℃， with 10 times cycle.

-65℃，Rated load voltage 45min

150℃ Save it 100h

245±5℃，60±5s

70℃Rated load，2000h

with 10 times cycle.

Short Time Overload

Temperature Shock

Low Temp.Operation

Resistance to Dry Heat

Resistance to Solder

Resistance to Moisture

Load Life
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RMH Thick Film  Chip Resistors
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Surface mount resistor reflow soldering curve
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